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■Crane specifications
Max.lifting capacity (metric ton)×working radius (m) 55×3.0
Max.boom length,main (main+jib boom) (m) 57 (42+15)

Rope speed
Main drum hoist/lowering (m/min) ＊100/70·50/35
Aux.drum hoist/lowering (m/min) ＊100/70·50/35
Boom drum hoist/lowering (m/min) ＊60

Part lines
Hook block capacity (ton)×part line 55×10
Hook block capacity (ton)×part line 5.8×1
Boom drum hoist/lowering part line 12

Counterweight (ton) 16
Total operating weight (ton) 48.8
Boom length (m) 9
Hook block capacity (ton) 55
Average ground bearing pressure (kgf/cm2) 0.64
＊The rope speed changes depending on the load.

■Boom and fiy jib combination
Fiy jib 

length (m)
Boom length (m)

9 12 15 18 21 24 27 30 33 36 39 42 45 48 51
1 ● ● ● ● ● ● ● ● ● ● ● ● ● ●
6 ● ● ● ● ● ● ● ● ● ● ● ● ●
9 ● ● ● ● ● ● ● ● ● ● ● ● ●

12 ● ● ● ● ● ● ● ● ● ● ● ●
15 ● ● ● ● ● ● ● ● ● ● ● ●

●:Applicable combination

■Wire rope specifications

Purpose Rope dia.
(mm)

Breaking
Strength (t) Rope Type

Main load hoisting φ20 30.0 6×Fi (29) IWRC
Regular Z lay

Boom hoisting φ16 21.8 6×WS (31) T IWRC
Regular Z lay

Boom suspension φ31.5 74.9 6×Fi (29) IWRC
Regular Z lay

Auxiliary hoisting φ20 30.0 6×Fi (29) IWRC
Regular Z lay

Fly jib suspension φ26 49.9 6×Fi (29) IWRC
Regular Z lay

Fly jib strut suspension φ26 49.9 6×Fi (29) IWRC
Regular Z lay

Length of wire rope to be decided according to the ordered boom length.

■Boom arrangement

Boom
Boom length (m)

9 12 15 18 21 24 27 30 33 36 39 42 45 48 51
5m inner 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1
3m insert — 1 2 1 2 1 1 2 2 1 2 2 1 2 2
6m insert — — — 1 1 2 1 1 — 1 1 — 1 1 —
9m insert — — — — — — 1 1 2 2 2 3 3 3 4
4m outer 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1

Middle
suspension — — — — — — — — — — 1 1 1 1 1

■Jib boom arrangement

Jib
Jib length (m)

6 9 12 15
3m inner 1 1 1 1
3m insert — 1 2 1
6m insert — — — 1
3m outer 1 1 1 1

■Working range (No loaded condition)
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■Main boom rated lifting loads (Unit : Metric ton)

Boom length (m)
9.0 12.0 15.0 18.0 21.0 24.0 27.0 30.0 33.0 36.0 39.0 42.0 45.0 48.0 51.0 

Working radius (m)

3.0 55.00 

3.7 50.00 50.00 3.9m× 
47.90

4.0 49.00 48.90 47.00 4.4m× 
41.60

4.5 40.40 40.30 40.20 40.10 

5.0 33.90 33.80 33.70 33.60 33.50 5.5m× 
28.70

5.9m× 
25.65

6.0 25.60 25.50 25.40 25.30 25.20 25.10 25.00 6.5m× 
22.05

7.0 20.50 20.40 20.30 20.20 20.10 20.00 19.90 19.80 19.70 7.6m× 
17.00

8.0 17.10 17.00 16.90 16.80 16.70 16.60 16.50 16.40 16.30 16.20 8.1m× 
15.80

8.6m× 
14.40

9.0 8.9m× 
14.80 14.50 14.40 14.30 14.20 14.10 14.00 13.90 13.80 13.70 13.60 13.50 9.1m× 

13.15
9.8m× 
11.40

10.0 12.60 12.50 12.40 12.30 12.20 12.10 12.00 11.90 11.80 11.70 11.60 11.50 11.20 10.3m× 
8.50

12.0 11.5m× 
10.50 9.90 9.80 9.70 9.60 9.50 9.40 9.30 9.20 9.10 9.00 8.90 8.80 8.50 

14.0 8.10 8.00 7.90 7.80 7.70 7.60 7.50 7.40 7.30 7.20 7.10 7.00 6.90 

16.0 14.1m× 
8.00 6.70 6.60 6.50 6.40 6.30 6.20 6.10 6.00 5.90 5.80 5.70 5.60 

18.0 16.7m× 
6.35 5.70 5.60 5.50 5.40 5.30 5.20 5.10 5.00 4.90 4.80 4.70 

20.0 19.3m× 
5.20 4.90 4.80 4.70 4.60 4.50 4.40 4.30 4.20 4.10 4.00 

22.0 21.9m× 
4.30 4.20 4.10 4.00 3.90 3.80 3.70 3.60 3.50 3.40 

24.0 3.70 3.60 3.50 3.40 3.30 3.20 3.10 3.00 2.90 

26.0 24.5m× 
3.50 3.10 3.00 2.95 2.85 2.75 2.65 2.55 2.45 

28.0 27.0m× 
2.90 2.70 2.60 2.50 2.40 2.30 2.20 2.10 

30.0 29.7m× 
2.30 2.30 2.20 2.10 2.00 1.90 1.80 

32.0 2.00 1.90 1.80 1.70 1.60 1.50 

34.0 32.3m× 
1.95 1.60 1.50 1.40 1.35 1.25 

No. of Part line 10 10 9 8 7 6 5 5 4 4 3 3 3 2 2
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Boom length (m)

Jib length (m)

Offset angle

9.0 12.0

1.0 6.0 9.0 12.0 15.0 1.0 6.0 9.0 12.0 15.0

Working 
radius (m) ～ 10° 30° 10° 30° 10° 30° 10° 30° ～ 10° 30° 10° 30° 10° 30° 10° 30°
3.0 3.4m× 

5.80

4.0 5.80 5.80 
4.5 5.80 5.80 
5.0 5.80 5.00 5.80 5.5m× 

5.00

6.0 5.80 5.00 6.7m× 
5.00

6.1m× 
5.00 5.80 5.00 6.6m× 

5.00

7.0 5.80 5.00 5.00 5.00 4.00 7.4m× 
2.60 5.80 5.00 7.3m× 

5.00 5.00 7.4m× 
4.00

8.0 5.80 5.00 5.00 5.00 8.7m× 
4.10 4.00 2.60 5.80 5.00 5.00 5.00 4.00 

9.0 5.80 5.00 5.00 5.00 4.10 4.00 10.4m× 
3.20 2.60 5.80 5.00 5.00 5.00 9.2m× 

4.10 4.00 2.60 
10.0 9.8m× 

5.80 5.00 5.00 5.00 4.10 4.00 3.20 2.60 5.80 5.00 5.00 5.00 4.10 4.00 10.9m× 
3.20 2.60 

12.0 5.00 5.00 5.00 4.10 4.00 3.20 2.60 2.30 5.80 5.00 5.00 5.00 4.10 4.00 3.20 2.60 12.4m× 
2.30

14.0 5.00 5.00 5.00 4.10 4.00 3.20 2.60 2.30 12.4m× 
5.80 5.00 5.00 5.00 4.10 4.00 3.20 2.60 2.30 

16.0 15.0m× 
5.00

15.4m× 
5.00 5.00 4.10 4.00 3.20 2.60 2.30 5.00 5.00 5.00 4.10 4.00 3.20 2.60 2.30 

18.0 17.8m× 
5.00 4.10 4.00 3.20 2.60 2.30 17.6m× 

5.00 5.00 5.00 4.10 4.00 3.20 2.60 2.30 
20.0 18.4m× 

4.10 4.00 3.20 2.60 2.30 5.00 4.10 4.00 3.20 2.60 2.30 
22.0 20.6m× 

4.00
21.4m× 

3.20 2.60 2.30 21.0m× 
4.10 4.00 3.20 2.60 2.30 

24.0 23.2m× 
2.60 2.30 23.2m× 

4.00 3.20 2.60 2.30 
26.0 24.4m× 

2.30
25.8m× 

2.60 2.30 
28.0 27.0m× 

2.30

Boom length (m)

Jib length (m)

Offset angle

15.0 18.0

1.0 6.0 9.0 12.0 15.0 1.0 6.0 9.0 12.0 15.0

Working 
radius (m) ～ 10° 30° 10° 30° 10° 30° 10° 30° ～ 10° 30° 10° 30° 10° 30° 10° 30°
4.0 4.4m× 

5.80

4.5 5.80 
5.0 5.80 5.80 
6.0 5.80 5.00 5.80 6.5m× 

5.00

7.0 5.80 5.00 7.8m× 
5.00

7.1m× 
5.00 5.80 5.00 7.6m× 

5.00

8.0 5.80 5.00 5.00 5.00 4.00 2.60 5.80 5.00 8.3m× 
5.00 5.00 8.4m× 

4.00

9.0 5.80 5.00 5.00 5.00 9.7m× 
4.10 4.00 2.60 5.80 5.00 5.00 5.00 4.00 2.60 

10.0 5.80 5.00 5.00 5.00 4.10 4.00 11.4m× 
3.20 2.60 5.80 5.00 5.00 5.00 10.3m× 

4.10 4.00 2.60 
12.0 5.80 5.00 5.00 5.00 4.10 4.00 3.20 2.60 12.9m× 

2.30 5.80 5.00 5.00 5.00 4.10 4.00 3.20 2.60 
14.0 5.80 5.00 5.00 5.00 4.10 4.00 3.20 2.60 2.30 5.80 5.00 5.00 5.00 4.10 4.00 3.20 2.60 13.4mx 

2.30

16.0 15.0m× 
5.80 5.00 5.00 5.00 4.10 4.00 3.20 2.60 2.30 5.80 5.00 5.00 5.00 4.10 4.00 3.20 2.60 2.30 

18.0 5.00 5.00 5.00 4.10 4.00 3.20 2.60 2.30 17.6m× 
5.70 5.00 5.00 5.00 4.10 4.00 3.20 2.60 2.30 

20.0 5.00 5.00 5.00 4.10 4.00 3.20 2.60 2.30 5.00 5.00 5.00 4.10 4.00 3.20 2.60 2.30 
22.0 20.2m× 

5.00
20.6m× 

4.90 5.00 4.10 4.00 3.20 2.60 2.30 4.45 4.45 4.45 4.10 4.00 3.20 2.60 2.30 
24.0 23.0m× 

4.25
23.6m× 

4.10 4.00 3.20 2.60 2.30 22.8m× 
4.20

23.2m× 
4.05 3.90 3.90 3.90 3.20 2.60 2.30 

26.0 25.8m× 
3.50 3.20 2.60 2.30 25.7m× 

3.40 3.35 3.35 3.20 2.60 2.30 
28.0 26.6m× 

3.20 2.60 2.30 26.2m× 
3.30 3.05 3.05 2.60 2.30 

30.0 28.4m× 
2.60

29.6m× 
2.30

28.4m× 
2.95

29.2m× 
2.80 2.60 2.30 

32.0 31.0m× 
2.55 2.30 

Boom length (m)

Jib length (m)

Offset angle

21.0 24.0

1.0 6.0 9.0 12.0 15.0 1.0 6.0 9.0 12.0 15.0

Working 
radius (m) ～ 10° 30° 10° 30° 10° 30° 10° 30° ～ 10° 30° 10° 30° 10° 30° 10° 30°
5.0 5.5mx 

5.80

6.0 5.80 5.80 
7.0 5.80 7.1mx 

5.00 5.80 7.6mx 
5.00

8.0 5.80 5.00 8.3mx 
5.00

8.2mx 
5.00 5.80 5.00 8.7mx 

5.00

9.0 5.80 5.00 5.00 5.00 4.00 9.5mx 
2.60 5.80 5.00 9.3mx 

5.00 5.00 9.5mx 
4.00

10.0 5.80 5.00 5.00 5.00 10.8mx 
4.10 4.00 2.60 5.80 5.00 5.00 5.00 11.3mx 

4.10 4.00 2.60 
12.0 5.80 5.00 5.00 5.00 4.10 4.00 12.5mx 

3.20 2.60 5.80 5.00 5.00 5.00 4.10 4.00 13.0mx 
3.20 2.60 

14.0 5.80 5.00 5.00 5.00 4.10 4.00 3.20 2.60 2.30 5.80 5.00 5.00 5.00 4.10 4.00 3.20 2.60 14.5mx 
2.30

16.0 5.80 5.00 5.00 5.00 4.10 4.00 3.20 2.60 2.30 5.80 5.00 5.00 5.00 4.10 4.00 3.20 2.60 2.30 
18.0 5.40 5.00 5.00 5.00 4.10 4.00 3.20 2.60 2.30 5.30 5.00 5.00 5.00 4.10 4.00 3.20 2.60 2.30 
20.0 4.70 5.00 5.00 5.00 4.10 4.00 3.20 2.60 2.30 4.60 4.90 4.90 4.90 4.10 4.00 3.20 2.60 2.30 
22.0 20.2mx 

4.65 4.35 4.35 4.35 4.10 4.00 3.20 2.60 2.30 4.00 4.30 4.30 4.30 4.10 4.00 3.20 2.60 2.30 
24.0 3.85 3.85 3.85 3.85 3.85 3.20 2.60 2.30 22.8mx 

3.80 3.75 3.75 3.75 3.75 3.75 3.20 2.60 2.30 
26.0 25.4mx 

3.40
25.8mx 

3.30 3.30 3.30 3.30 3.20 2.60 2.30 3.25 3.25 3.25 3.25 3.25 3.20 2.60 2.30 
28.0 2.95 2.95 2.95 2.95 2.60 2.30 2.90 2.90 2.90 2.90 2.90 2.90 2.60 2.30 
30.0 28.2mx 

2.90
28.8mx 

2.80 2.65 2.65 2.60 2.30 28.4mx 
2.85 2.60 2.60 2.60 2.60 2.60 2.30 

32.0 31.0mx 
2.50

31.8mx 
2.30 2.35 2.30 30.8mx 

2.45
31.4mx 

2.35 2.25 2.25 2.25 2.25 
34.0 33.6mx 

2.25 2.00 33.6mx 
2.00 1.95 1.95 1.95 

■Jib rated lifting loads (Unit : Metric ton)
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Boom length (m)

Jib length (m)

Offset angle

27.0 30.0

1.0 6.0 9.0 12.0 15.0 1.0 6.0 9.0 12.0 15.0

Working 
radius (m) ～ 10° 30° 10° 30° 10° 30° 10° 30° ～ 10° 30° 10° 30° 10° 30° 10° 30°
6.0 6.5mx 

5.80

7.0 5.80 5.80 
8.0 5.80 8.1mx 

5.00 5.80 8.6mx 
5.00

9.0 5.80 5.00 9.2mx 
5.00 5.80 5.00 9.7mx 

5.00

10.0 5.80 5.00 5.00 5.00 11.8mx 
4.10 4.00 10.5mx 

2.60 5.80 5.00 10.4mx 
5.00 5.00 10.5mx 

4.00
11.0mx 

2.60

12.0 5.80 5.00 5.00 5.00 4.10 4.00 2.60 5.80 5.00 5.00 5.00 12.3mx 
4.10 4.00 2.60 

14.0 5.80 5.00 5.00 5.00 4.10 4.00 13.5mx 
3.20 2.60 15.0mx 

2.30 5.80 5.00 5.00 5.00 4.10 4.00 3.20 2.60 15.5mx 
2.30

16.0 5.80 5.00 5.00 5.00 4.10 4.00 3.20 2.60 2.30 5.80 5.00 5.00 5.00 4.10 4.00 3.20 2.60 2.30 
18.0 5.20 5.00 5.00 5.00 4.10 4.00 3.20 2.60 2.30 5.10 5.00 5.00 5.00 4.10 4.00 3.20 2.60 2.30 
20.0 4.50 4.80 4.80 4.80 4.10 4.00 3.20 2.60 2.30 4.40 4.70 4.70 4.70 4.10 4.00 3.20 2.60 2.30 
22.0 3.90 4.20 4.20 4.20 4.10 4.00 3.20 2.60 2.30 3.80 4.10 4.10 4.10 4.10 4.00 3.20 2.60 2.30 
24.0 3.40 3.70 3.70 3.70 3.70 3.70 3.20 2.60 2.30 3.30 3.60 3.60 3.60 3.60 3.60 3.20 2.60 2.30 
26.0 25.4mx 

2.95 3.15 3.15 3.15 3.15 3.15 3.15 2.60 2.30 2.80 3.10 3.10 3.10 3.10 3.10 3.10 2.60 2.30 
28.0 2.85 2.85 2.85 2.85 2.85 2.85 2.60 2.30 2.50 2.80 2.80 2.80 2.80 2.80 2.80 2.60 2.30 
30.0 2.50 2.50 2.50 2.50 2.50 2.50 2.50 2.30 2.45 2.45 2.45 2.45 2.45 2.45 2.45 2.30 
32.0 30.6mx 

2.40
31.0mx 

2.35 2.20 2.20 2.20 2.20 2.20 2.20 2.15 2.15 2.15 2.15 2.15 2.15 2.15 2.15 
34.0 33.4mx 

1.90 1.85 1.85 1.85 1.85 1.85 33.2mx 
1.90

33.6mx 
1.85 1.80 1.80 1.80 1.80 1.80 1.80 

Boom length (m)

Jib length (m)

Offset angle

33.0 36.0

1.0 6.0 9.0 12.0 15.0 1.0 6.0 9.0 12.0 15.0

Working 
radius (m) ～ 10° 30° 10° 30° 10° 30° 10° 30° ～ 10° 30° 10° 30° 10° 30° 10° 30°
7.0 7.6mx 

5.80

8.0 5.80 8.1mx 
5.80

9.0 5.80 9.1mx 
5.00 5.80 9.7mx 

5.00

10.0 5.80 5.00 10.9mx 
5.00

10.2mx 
5.00

11.0mx 
4.00

11.5mx 
2.60 5.80 5.00 11.4mx 

5.00
10.8mx 

5.00
11.6mx 

4.00

12.0 5.80 5.00 5.00 5.00 12.9mx 
4.10 4.00 2.60 5.80 5.00 5.00 5.00 13.4mx 

4.10 4.00 12.1mx 
2.60

14.0 5.80 5.00 5.00 5.00 4.10 4.00 14.6mx 
3.20 2.60 5.80 5.00 5.00 5.00 4.10 4.00 15.1mx 

3.20 2.60 
16.0 5.80 5.00 5.00 5.00 4.10 4.00 3.20 2.60 2.30 5.80 5.00 5.00 5.00 4.10 4.00 3.20 2.60 16.5mx 

2.30

18.0 5.00 5.00 5.00 5.00 4.10 4.00 3.20 2.60 2.30 4.90 5.00 5.00 5.00 4.10 4.00 3.20 2.60 2.30 
20.0 4.30 4.60 4.60 4.60 4.10 4.00 3.20 2.60 2.30 4.20 4.50 4.50 4.50 4.10 4.00 3.20 2.60 2.30 
22.0 3.70 4.00 4.00 4.00 4.00 4.00 3.20 2.60 2.30 3.60 3.90 3.90 3.90 3.90 3.90 3.20 2.60 2.30 
24.0 3.20 3.50 3.50 3.50 3.50 3.50 3.20 2.60 2.30 3.10 3.40 3.40 3.40 3.40 3.40 3.20 2.60 2.30 
26.0 2.70 3.00 3.00 3.00 3.00 3.00 3.00 2.60 2.30 2.65 2.95 2.95 2.95 2.95 2.95 2.95 2.60 2.30 
28.0 2.40 2.70 2.70 2.70 2.70 2.70 2.70 2.60 2.30 2.30 2.60 2.60 2.60 2.60 2.60 2.60 2.60 2.30 
30.0 2.05 2.35 2.35 2.35 2.35 2.35 2.35 2.35 2.30 2.00 2.30 2.30 2.30 2.30 2.30 2.30 2.30 2.30 
32.0 30.6mx 

1.90 2.05 2.05 2.05 2.05 2.05 2.05 2.05 2.05 1.70 2.00 2.00 2.00 2.00 2.00 2.00 2.00 2.00 
34.0 1.75 1.75 1.75 1.75 1.75 1.75 1.75 1.75 33.2mx 

1.50 1.70 1.70 1.70 1.70 1.70 1.70 1.70 1.70 

Boom length (m)

Jib length (m)

Offset angle

39.0 42.0 45.0 48.0

1.0 6.0 9.0 12.0 15.0 1.0 6.0 9.0 12.0 15.0 1.0 6.0 9.0 1.0

Working 
radius (m) ～ 10° 30° 10° 30° 10° 30° 10° 30° ～ 10° 30° 10° 30° 10° 30° 10° 30° ～ 10° 30° 10° 30° ～
8.0 8.6mx 

5.80

9.0 5.80 9.1mx 
5.80

9.7mx 
5.80

10.0 5.80 10.2mx 
5.00

11.3mx 
5.00 5.80 10.7mx 

5.00
11.8mx 

5.00 5.80 11.2mx 
5.00

10.2mx 
5.80

12.0 5.80 5.00 5.00 5.00 12.1mx 
4.00

12.6mx 
2.60 5.80 5.00 12.5mx 

5.00 5.00 12.6mx 
4.00

13.1mx 
2.60 5.80 5.00 13.0mx 

5.00
12.4mx 

5.00 5.80 
14.0 5.80 5.00 5.00 5.00 4.10 4.00 15.6mx 

3.20 2.60 5.80 5.00 5.00 5.00 14.4mx 
4.10 4.00 2.60 5.80 5.00 5.00 5.00 15.0mx 

4.10 5.80 
16.0 5.70 5.00 5.00 5.00 4.10 4.00 3.20 2.60 17.1mx 

2.30 5.60 5.00 5.00 5.00 4.10 4.00 16.1mx 
3.20 2.60 17.6mx 

2.30 5.50 5.00 5.00 5.00 4.10 5.40 
18.0 4.80 5.00 5.00 5.00 4.10 4.00 3.20 2.60 2.30 4.70 5.00 5.00 5.00 4.10 4.00 3.20 2.60 2.30 4.60 4.90 4.90 4.90 4.10 4.50 
20.0 4.10 4.40 4.40 4.40 4.10 4.00 3.20 2.60 2.30 4.00 4.30 4.30 4.30 4.10 4.00 3.20 2.60 2.30 3.90 4.20 4.20 4.20 4.10 3.80 
22.0 3.50 3.80 3.80 3.80 3.80 3.80 3.20 2.60 2.30 3.40 3.70 3.70 3.70 3.70 3.70 3.20 2.60 2.30 3.30 3.60 3.60 3.60 3.60 3.20 
24.0 3.00 3.30 3.30 3.30 3.30 3.30 3.20 2.60 2.30 2.90 3.10 3.10 3.10 3.10 3.10 3.10 2.60 2.30 2.80 3.10 3.10 3.10 3.10 2.70 
26.0 2.55 2.85 2.85 2.85 2.85 2.85 2.85 2.60 2.30 2.45 2.75 2.75 2.75 2.75 2.75 2.75 2.60 2.30 2.35 2.65 2.65 2.65 2.65 2.25 
28.0 2.20 2.50 2.50 2.50 2.50 2.50 2.50 2.50 2.30 2.10 2.40 2.40 2.40 2.40 2.40 2.40 2.40 2.30 2.00 2.30 2.30 2.30 2.30 1.90 
30.0 1.90 2.20 2.20 2.20 2.20 2.20 2.20 2.20 2.20 1.80 2.10 2.10 2.10 2.10 2.10 2.10 2.10 2.10 1.70 2.00 2.00 2.00 2.00 1.60 
32.0 1.60 1.90 1.90 1.90 1.90 1.90 1.90 1.90 1.90 1.50 1.80 1.80 1.80 1.80 1.80 1.80 1.80 1.80 1.40 1.70 1.70 1.70 1.70 1.30 
34.0 1.30 1.60 1.60 1.60 1.60 1.60 1.60 1.60 1.60 1.20 1.50 1.50 1.50 1.50 1.50 1.50 1.50 1.50 1.10 1.40 1.40 1.40 1.40 1.05 

■Jib rated lifting loads (Unit : Metric ton)
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■Working range and rated loads
Boom length (m) 9.0 12.0 15.0 18.0
Boom angle 35° 45° 55° 65° 35° 45° 55° 65° 35° 45° 55° 65° 35° 45° 55° 65°
Working radius (m) 8.7 7.7 6.9 5.2 11.1 9.8 8.3 6.5 13.6 12.0 10.0 7.7 16.1 14.1 11.7 9.0
Rated lifting load (metric ton) 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0
Total lift (m) 26.0 26.0 26.0 26.0 23.0 23.0 23.0 23.0 20.0 20.0 20.0 20.0 17.0 17.0 17.0 17.0
Max.dumping height 2.5 3.3 4.3 5.1 3.8 5.4 6.8 7.9 5.5 7.5 9.2 10.6 7.2 9.6 11.7 13.3
Max.digging depth 23.5 22.7 21.7 20.9 19.2 17.6 16.2 15.1 14.5 12.5 10.8 9.4 9.8 7.4 5.3 3.7
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■Working range and rated loads
Boom length (m) 9.0 12.0 15.0 18.0
Boom angle 30° 40° 50° 30° 40° 50° 30° 40° 50° 30° 40° 50°
Working radius (m) 9.1 8.2 7.1 11.7 10.5 9.1 14.3 12.8 11.0 16.9 15.1 12.9
Rated lifting load (metric ton) 4.5 4.5 4.5 4.5 4.5 4.5 4.5 4.5 4.5 4.5 4.5 4.5
Max.digging distance (m) 11.8 11.6 11.0 15.1 14.8 14.1 18.4 18.0 17.1 21.7 21.2 20.1
Max.digging depth (m) 6.0 5.8 5.3 8.6 8.3 7.7 10.8 10.8 10.1 10.8 10.8 10.8
Max.digging height (m) 0.2 1.5 2.7 1.7 3.5 5.0 3.2 5.4 7.3 4.7 7.3 9.5
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■Lifting magnet crane rated lifting loads. (Unit : Metric ton)

Boom length (m)
9.0 12.0 15.0 18.0 21.0

Working radius (m)

3.0 25.00

3.7 25.00 25.00 3.9m×25.00

4.0 25.00 25.00 25.00 4.4m×25.00

4.5 25.00 25.00 25.00 25.00

5.0 25.00 25.00 25.00 25.00 25.00

6.0 23.05 22.95 22.85 22.75 22.65

7.0 18.45 18.35 18.25 18.15 18.05

8.0 15.40 15.30 15.20 15.10 15.00

9.0 8.9m×13.30 13.10 13.00 12.90 12.80

10.0 11.30 11.20 11.10 11.00

12.0 11.5m×9.45 8.90 8.80 8.70

14.0 7.30 7.20 7.10

16.0 14.1m×7.20 6.00 5.90

18.0 16.7m×5.70 5.10

20.0 19.3m×4.60
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■Pontoon mounted crane rated lifting loads. (Throughout 360°)
Boom length (m)

9.0 12.0 15.0 18.0 21.0 24.0
Working radius (m)

3.0 35.00

3.7 35.00 35.00 3.9m×30.00

4.0 35.00 35.00 30.00 4.4mx25.00

4.5 4.8m×35.00 4.8m×35.00 30.00 25.00

5.0 33.90 33.80 5.3mx30.00 25.00 25.00 5.5mx25.00

6.0 25.60 25.50 25.40 6.1mx25.00 25.00 25.00

7.0 20.50 20.40 20.30 20.20 20.10 20.00

8.0 17.10 17.00 16.90 16.80 16.70 16.60

9.0 6.9m×14.80 14.50 14.40 14.30 14.20 14.10

10.0 12.60 12.50 12.40 12.30 12.20

12.0 11.5mx10.50 9.90 9.80 9.70 9.60

14.0 8.10 8.00 7.90 7.80

16.0 14.1mx8.00 6.70 6.60 6.50

18.0 16.7mx6.35 5.70 5.60

20.0 19.3mx5.20 4.90

22.0 21.9mx4.30

No. of Part line 7 7 6 5 5 5

(Unit : Metric ton)




